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Clearinghouse Rule No. 01-110
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LEGISLATIVE COUNCII, RULES CLEARINGHOUSE REPORT

This rule has been reviewed by the Rules Clearinghouse. Based on that review, comments are
reported as noted below:

1.  STATUTORY AUTHORITY [s.227.15 (2) (a)}

Comment Attached YES NO |~

2. FORM, STYLE AND PLACEMENT IN ADMINISTRATIVE CODE [s. 227.15 (2) (¢)]

Comment Attached YES |~ NO

3. CONFLICT WITH OR DUPLICATION OF EXISTING R.ULES [s. 22715 (2} (d}]

Comment Attached YES No [~]

4. ADEQUACY OF REFERENCES TO RELATED STATUTES, RULES AND FORMS
{5.227.15 (2} (e)]

Comment Attached YES NO b~

5. CLARITY, GRAMMAR, PUNCTUATION AND USE OF PLAIN LANGUAGE [s. 227.15 (2) (5]

Comment Attached YES |+ NO

6. POTENTIAL CONFLICTS WITH, AND COMPARABILITY TO, RELATED FEDERAL
REGULATIONS [s. 227.15 (2) (g)}

Comment Attached YES NO E

7.  COMPLIANCE WITH PERMIT ACTION DEADLINE REQUIREMENTS [s. 227.15 (2) (h)]

Comment Attached YES NO li
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CLEARINGHOUSE RULE 01-110

Comments

[NOTE: All citations to “Manual” in the comments below are to the
Administrative Rules Procedures Manual, prepared by the Revisor of
Statutes Bureau and the Legislative Council Staff, dated September
1998.]

2. Form, Stvle and Placement in Administrative Code

a. The acronym “IBC” is used in s. Comm 70.02 (2) (e). This term should be defined.

b. Ins. Comm 70.06 (1) (intro.), “as follows:” should replace “in accordance with pars.
{a) or (b).”

¢. Ins. Comm 70.17 (5), “Change” should replace “Changed” in order to accurately
reflect the current term. Also, the new defined term should be underscored.

d. It is inappropriate drafting style to repeal a provision and renumber other provisions
in the same SECTION. See SECTIONS 11 and 25. Also, while SEcTiON 11 repeals s. Comm 70.11
(1'7), SECTION 13 repeals and recreates the same subsection. Finally, will the current definition
of “remodeled” be needed in sub. (18), since a definition of “remodel” is created in sub. (17N)?

e. Ins. Comm 70.21 (1) (intro.), “as follows:” should replace *as described in pars. (a)
to (¢).”

f. In Table 70.22-6, hyphens should not be used in “2 hours” and “1 hour.”

g. “NA” is defined after Table 70.23. Should this be drafted as a note? Rather than
using “NA,” could “not applicable” simply be placed in the table?
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3. Clarity, Grammar, Punctuation and Use of Plain Language

a. The phrase “totally preserved” is used in s. Comm 70.06 (2). Is the distinction
between a building that is “totally preserved” and one that is “preserved” clear?

b. The language of s. Comm 70.29 (3) could be modified to provide that “fire escapes
shall conform with the prevailing code.”

c. Are “loses” and “hydration” the proper terms, and consistent with each other, in s.
Comm 70.40 (3) (b)?
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COMM 70-HISTORIC CODE
RULE SUMMARY

The Wisconsin Department of Commerce proposed an order fo repeal ss. Comm 70.17 (11) and
(17), and Comm 70.39 (1) (a) 2.; to renumber ss. Comm 70.17 (12) to (16) and (18) to (24), and
Comm 70.39 (1) (a) 3. and 4.; to amend ss. Comm 70.02 (2) (¢) and (i), Comm 70.07 (5) (b) and
(¢), Comm 70.17 (2), Comm 70.17 (5), Comm 70.17 (13), Comm 70.20, Table Comm 70.23,
Comm 70.27, Comm 70.28, Comm 70.29 (3), Comm 70.30 (3) (a), Comm 70.37 (1) (d), Comm
70.37 (2) (2), Comm 70.38 (1) (a) and (b}, Comm 70.39 (1) (a) 3., Comm 70.39 (2) (2), Comm
70.42, Comm 70.48 (1) (b), and Comm 70.59 (1) (a); and to repeal and recreate ss. Comm 70.03
(2), Comm 70.04, Comm 70.05, Comm 70.06, Comm 70.07 (1} and (3), Comm 70.08, Comm
70.17 (17), Comm 70.21, Comm 70.22, Comm 70.26 (3) (d), and Comm 70.40 (3), relating to
historic buildings.

****#**************************************#********

Analysis of Propesed Ruies
Statutory Authority and Statutes Interpreted
Statutory Authority: Sections 101.02 (1) and (15), and 101.121, Stats.
Statutes Interpreted: Section 101.121, Stats.

The Department is currently promulgating a revised state Commercial Building Code, chapters
Comm 61 to 65, under Clearinghouse Rule 00-179. That code includes the adoption by
reference of the 2000 editions of the International Building Code® (IBC), the International
Energy Conservation Code™ (IECC), the International Mechanical Code® (IMC) and the
International Fuel Gas Code® (IFGC).

The primary reason for revising the requirements in chapter Comm 70, Historic Building Code is
to update cross-references to the Commercial Building Code, chapters Comm 61 to 65, including
specific references to the adopted international codes. Changes are also proposed to eliminate
duplicative and conflicting requirements by using terminology consistent with the IBC, and to
clarify existing requirements relating to the building evaluation method. This proposed rule
package on historic buildings has a projected effective date of July 1, 2002, which will coincide
with the projected effective date of the revised Commercial Building Code.

The following major changes are being proposed to the current chapter Comm 70:
1. Revised the requirements relating to the application of other codes to qualified
historic buildings to coincide with the requirements in 101.121 (4), Stats. [Comm
70.04] ‘
2. Modified plan examination and plan submittal requirements to be consistent with

proposed chapter Comm 61 relating to administration and enforcement of the
Commercial Building Code. [Comm 70.07 (1) and (3)]
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3. Consolidated requirements relating to approval application forms and types of

approvals given by the Department by cross-referencing chapter Comm 61 and to
clarify submittal requirements. [Comm 70.07 (5) and Comm 70.08]

. Modified the building safety parameters specified in sections Comm 70.22 (1) to (17)
to cross-reference the applicable IBC code sections and to clarify language for use
with the IBC. The code text was changed fo require the comparison to the “prevailing
code”, which is the IBC, and to list the appropriate IBC sections in informational
notes. The following major changes are being proposed:

a. Modified several sections to use terminology that is consistent with the IBC.
(Changing “class of construction” to “type of construction”, “building setback”
to “building fire separation distance”, and “firestopping” to “fireblocking and
draftstopping”.) [Comm 70.22 (1) and (3)]

b. Elii;iiizat'ed a duplicative réq-uiremént aﬂowiﬁg an increase in building area
when a building is sprinklered. This increase is already covered in the IBC.
[Comm 70.22 (2)]

¢. Changed the attic compartmentalization area from 3200 square feet to 3000
square feet to be consistent with the IBC. [Comm 70.22 (4)]

d. Eliminated the requirement that dead ends could not be created since the IBC
would permit certain dead ends. [Comm 70.22 (13)]

e. Eliminated the reference in Table 70.22-17 to “unseparated hazardous areas”
3 s_inég_é-th@s__e_area;s are considered “incidental use areas” and are considered
within the context of code compliance under the IBC. [Comm Table 70.22-17,
line 6]

5. Changed the methods for determining the fire-resistance rating of materials by using

IBC chapter 7 and coordinated the cross-references to specific IBC sections, such as
IBC section 703.3 for methods for determining fire resistance of materials. The IBC
chapter 7 requirements include very detailed prescriptive fire-resistance ratin gs for
materials such as clay, shale, slate and limestone units. If the fire-resistance could not
be determined using these Tables, other methods or standards recognized by the
Department could still be used. [Comm 70.40 (3) (2)]

- Modified various code sections to cross-reference the correct code requirements in
the IBC. [Comm 70.02 (2), definitions under 70.17, 70.27, 70.28, 70.29 (3), 7037 (1)
and (2) (a), 70.38 (1) (a) and (b), 70.39 (1) (a) 2., and 70.42]

- Modified the alternate atrium requirements relating to smoke removal to comply with
the mechanical smoke exhaust requirements in the IBC. [Comm 70.26 (3) (d)]

***************************************************

H:/historic/rule analysis.doc




CHAPTER Comm 70
HISTORIC BUILDING CODE

SECTION 1. Comm 70.02 (2) (e) and (i) are amended to read:

Comm 70.02 (2) (¢) Chepter-Comm-56.0ecupes
galleries Educational occupancies specified in IBC secti

"“"’;J““MM—;._‘.“W—-«——“‘ ~ .8 A - T'j #!R?

i 11di i ; ' A 0

(i) Other buildings as specified in 5. Comm-56.64 61.07 (4). e el
SECTION 2. Comm 70.03 (2) is repealed and recreated to read: . -

Comm 70.03 (2) OCCUPANCY CHANGES. When a Qualiﬁsd historic building is
changed to an occupancy different than what the building was originally constructed as, the owner
may elect to be subject to this chapter or the prevailing code.

SECTION 3. Comm 70.04 is repealed and recreated to read:

Comm 70.04 Impact of other codes on qualified historic buildings. The owner of a
qualified historic building who elects to be subject to this chapter is not required to comply with
any provision of any other building code, including any county or municipal building code, or of -
any other local ordinance or regulation, if that provision concerns a matter dealt with in the historic
building code. ‘

SECTION 4: Co._mm 70.05 is_teﬁeaiéd and reéréatéd.tc:.)'rcad':

Comm 70.05 Verification of a qualified historic building. When an owner elects to be
subject to the requirements in this chapter, a verification of historic status form shall be completed
and submitted to the department or an authorized representative with the plans and specifications
as specified in 5. Comm 70.07 (3). The verification of historic status form shall be signed by the
state historic preservation officer or an authorized municipal official verifying the building is a
qualified historic building.

Note: A copy of the verification of historic status form, SBD-7728, is available from the Safety and
Buildings Division at P.O. Box 7162, Madison, WI 53707-7162, or at telephone 608/266-3151 and at 608/264-8777
(TTY), or at the Safety and Buildings’ web site at www.commerce.state.wi.us.

SECTION 5. Comm 70.06 is repealed and recreated to read: .
Vod IR s

Comm 70.06 Application of historic building code. (1) GENERAL. Except as
specified in sub. (2), when an owner elects to be subject to this chapter, it shall be applied in
accordance with pars. (a) or (b).

(a) A qualified historic building that is altered, remodeled, reproduced, or changed in
occupancy shall comply with the requirements in subchs. IV to X.

I



(b) A qualified historic building that is preserved, reconstituted, repaired or restored shall
ly with the i ts of subchs. V to X, ) 7
comply with the requiremen u 0 . | ,V"%“ poy

: . -»k\rf"""}?"‘“ ‘
(2) HISTORICAL EXHIBITS. Any qualified historic building that i$. g@@ preserved
and used solely as an historical exhibit shall comply with the requirements in subch. IX.

SECTION 6. Comm 70.07 (1) and (3) are repealed and recreated to read:

Comm 70.07 (1) PLAN SUBMITTAL. Ifa qualified historic building is altered,
remodeled, or changed to a new occupancy, plans and specifications shall be submitted to the
department or an authorized representative as specified in s. Comm 61.30.

(3) PLANS, SPECIFICATIONS AND DATA. Plans and specifications shall be submitted
and prepared in accordance with ss, Comm 61.30 and 61.31.

SECTION 7. Comm 70.07 (5) (b) and (c) are amended to read:

Comm 70.07 (5) (b) Verification form. A verification of historic status form as specified
in s. Comm 70.05 shall be submitted and igned-by-the-state historic-preservation-offcer-oran
:-."" B¢ "'-"‘. offict -'w’“": Fuzr * ‘. =‘:": 'h - ‘. -3-: tothe }"
department or an authorized representative with plans and specifications required in sub. ( 3),/

r) I3 i CEIES
- ~ NENRES Y 3 =y yx

(c) Building evaluation form. When the building evaluation method is used, a completed
building evaluation form as specified in s. Comm 70.23 shall be submitted to the department or an

authorized representative with plans and specifications required in sub. 3). |

Note: Copies of the department plan approval application form SB-118-SBD-118
verification of historic status form SBD-7728, and building evaluation form SDB-10725-F are
available from the Safety and Buildings Division at P.Q. Box 7162, Madison, W1 53701-7162, or
at telephone 608/264-1818 and 608/264-8777 (TTY). Some of the department forms are also '
available at the Safety and Buildings’ web site at WWW.commerce. state. wi.us.

SECTION 8. Comm 70.08 is repealed and recreated to read:

Comm 70.08 Approvals. The department or an authorized representative shall review
and make a determination on an application for plan review in accordance with s. Comm 61.31.




SECTION 9. Comm 70.17 (2) is amended to read:

Comm 70 17 (2) “Authorized representative” means any certified mummpahty or county
as specified in s. Comm $0:2% 61.70, and any appointed agent as specified in s. Comm 56.22
61.71.

SECTION 10. 'Comm 70.17 (5) is amended to read: MMJ"R“
(5) %hmgeém«aseﬂ “Changed i in oocupancy’ means the process of adapting a building to

aeeempksha-&se ugancy other thau that for which it was originally designed-but-does-not

SECTION 11. Comm 70.17 (11) and(l'fgare repealed and Comm 70.17 (12) to (16) and (18) to
(24) are renumbered Comm 70.17 (11)15 (23). '\

- :2-4- ﬁw =
SECTION 12. Comm 70.17 (13) is amended to read:

Camm 7 0 17 (13) “Prevailmg code” means the meost current edition of chs. Comm-50-64
i i ek e-code Comm 61 to 65, the Wisconsin

Conmwrcmi Bmldmg Code

Note 'I‘he Wlsconsm Connnercmi Buﬁdm oc.’m Chs Comm 61 to 65 adopts b referencc thc Inzematwnal
Building Code® {IBC), the Infernational Energv Conservation Code™ (1E the International Mechanical Code®
{IMC) and the International Fuel Gas Code® (IFGC). Comm 14, Fire Prevention Code, may have rules that ma
affect the maintenance and use of a gualified bistoric building,

SECTION 13. Comm 70.17((17) js repealed and recreated to read:/,ﬁélgéé,
Comm 70.17 (17) “Remodel” has the meaning given in s. 101.132 (1) (h), Stats.

Note: Section 101.132 (1) (h), Stats. reads: “ ‘Remodel’ means to substantially improve, alter, extend or
otherwise change the structure of a building or change the location of exits, but does not include maintenance,
redecoration, reroofing or alteration of mechanical or electrical systems.”

SECTION 14: Comm 70.20 is amended to read:

Comm 70.20 Scope and application. This subchapter provides an alternative method for
determining code compliance for a qualified historic building being remodeled, altered or changed
in use occupancy. When the building evaluation method is used, the method shall be used in its

entirety to evaluate a qualified historic building.




- SECTION 15. Comm 70.21 and 70.22 are repealed and recreated to read:

Comm 70.21 Building evaluation method. (1) GENERAL. The building evaluation
method evaluates the degree of life safety of a qualified historic building by comparing the 17
building safety parameters specified in s. Comm 70.22 with the requirements of the prevailing
code. The degree of life safety is measured in terms of fire safety, means of egress and general

safety as described in pars. (a) to (¢). e /{&Mw :

(a) Fire safety. The category of fire safety includes the building safety parameters
affecting the structural fire resistance, automatic fire detection, fire alarm, and fire suppression
features of a qualified historic building. -

(b) Means of egress. The category of means of egress includes those building safety
parameters affecting safe evacuation from a qualified historic building.

(© _Géne_ral safety. The category of general safety includes all of the building safety
- parameters under fire safety and means of egress.

(2) DETERMINING NUMERICAL VALUES. A single numerical value shall be
determined for each of the building safety parameters specified in s. Comm 70.22. Afiera
numerical value has been determined for a building safety parameter, that value shall be entered
for each of the applicable life safety categories in the corresponding row in Table Comm 70.23.
The values shall be entered in accordance with ali of the following:

(a) A numerical value may not be interpolated and, except for zero, shall be listed with a
positive or negative sign. : S _ S

(b) Where a building parameter does not apply, a value of zero shall be assi gned.

(3) BUILDING SAFETY SCORE. (a) The numerical values entered in Table Comm
70.23 shall be algebraically totaled within each life safety column, and the total shall be listed as a
safety score in each column.

(b) Where the safety score in each life safety column is equal to or greater than zero, the
qualified historic building is in compliance with this chapter.

(c) Where the safety score in any of the life safety columns is less than zero, the building is
not in compliance with this chapter, for the proposed occupancy. Additional safety measures may
be proposed by the owner to bring any negative safety score to a value which is equal to or greater
than zero.




Comm 70.22 Building safety parameters. A qualified historic building shall be
evaluated in accordance with all of the following building safety parameters:

(1) NUMBER OF STORIES. (a) Determining types of construction. The type of
construction shall be determined by comparing the actual building elements to those specified in
the prevailing code. The type of construction shall be based on that which most closely represents
the type of construction described in the prevailing code. A single numerical value shall be
established from Table Comm 70.22-1 and entered in Table Comm 70.23 as specified in s. Comm
70.21.

Note: See IBC chapter 6 as adopted in the prevailing code for types of construction requirements.

(b) Different types of construction. Buildings with different types of construction shall be
separated with a type of construction separation specified in the prevailing code unless the lowest
type of construction is used as the basis for the evaluation.

(c) Allowable number bf stories. The allowable number of stories for the type of
construction shall be determined in accordance with the prevailing code.

Note: See s. Comm 62.0500 and IBC chapter 5 as adopted in the prevailing code for allowable height and

areas,
TABLE 70.22-1
: Number of Stories
Number of Stories Numerical Value
_ L R et (per story)
Each story above the maximum number of stories allowed 5
Complies with prevailing code ' 0
Each story below the maximum number of stories +5
{maximum value,
+10)

(2) BUILDING AREA. (a) Allowable area. Except as specified in par. (b), the allowable
building area shall be determined in accordance with the prevailing code. A single numerical
value shall be established from Table Comm 70.22-2 and entered in Table Comm 70.23 as
specified in s. Comm 70.21.

Note: See s. Comm 62.0500 and IBC chapter 5 as adopted in the prevailing code for allowable building area.

(b) Number of stories. When the building has more stories than permitted by the
prevailing code, the maximum number of stories allowed for that type of construction shall be used
to determine the maximum allowable area requirements for the building.



TABLE 70.22-2

Building Area

Building Area Numerical Value
More than 150% of the allowed area 7 -5

111% - 120% of allowed %)

90% to 110% of allowed area, or where code does 0

not have area limitations

80% - 89% of allowed +2

70% - 79% of allowed - +3

50% - 69% of allowed +4

Less than 50% of the area allowed - | 5

(3) FIRE RESISTANCE RATING AND FIRE SEPARATION DISTANCE. The fire
resistance rating requirements for exterior walls based on the fire separation distance shall be
determined in accordance with the prevailing code. A single numerical value, using the worst case
condition, shall be established from Table Comm 70.22-3 and entered in Table Comm 70.23 as
specified in s. Comm 70.21. ‘

Note: Sees. Comm 62.0702 and IBC section 702 for definition of fire separation distance, 5. Comm 62.0704
and IBC section 704 for exterior wall construction and rating, and IBC section 602 for fire-resistance rating
requirements for building elements, as adopted in the prevailing code.

TABLE 70.22-3
Building Fire Separation Distance

Building Fire Separation Distance Numerical Value
Distance and rating less than allowed under the prevailing code -2
Complies with prevailing code 0
Greater than the prevailing code +2

(4) ATTIC COMPARTMENTALIZATION. The attic area shall be evaluated in
accordance with the attic drafistopping requirements specified in the prevailing code. A single
numerical value shall be established from Table Comm 70.22-4 and entered in Table Comm 70.23
as specified in s. Comm 70.21.

Note: See IBC section 716.4 as adopted in the prevailing code for attic draftstopping requirements.




TABLE 70.22-4
Attic Compartmentalization

Attic Compartmentalization Numerical Value

No compartments provided but required -5
Compartments are not more than 10% over the code permitted areas -3
Complies with prevailing code 0

+3

Compartments are less than 25% of the code permitted areas

(5) FIREBLOCKING AND DRAFTSTOPPING. The fireblocking and drafistopping
requirements shall be determined in accordance with the prevailing code. If the existing wall
material is removed and the wall cavity is exposed, fireblocking and draftstopping shall be
provided in accordance with the prevailing code. A single numerical value, using the worst case
condition, shall be established from Table Comm 70.22-5 and entered in Table Comm 70.23 as

specified in s. Comm 70.21.

Note: See IBC section 716.2 as adopted in the prevailing code for fireblocking and draftstopping
requirements.

TABLE 70.22-5
Fireblocking and Draftstopping

Fireblocking and draftstopping

Numerical Value

No verification of fireblocking or draftstopping -5
Fireblocking and draftstopping provided at basement and attic levels and 3
“wherever accessible : S

Complies with prevailing code 0

(6) MIXED OCCUPANCIES. The separation of different occupancies shall be evaluated
in accordance with the prevailing code. A single numerical value, using the worst case condition,
shall be established from Table Comm 70.22-6 and entered in Table Comm 70.23 as specified in s.

Comm 70.21,

Note: See IBC section 302.3 as adopted in the prevailing code for separation of occupancy requirements,



It
/ [ \‘(g/ TABLE 70.22-6

Occupancy Separation _

Occupancy Sepapé_tions Numerical Value
No separation pgﬁ'viéed, but required -5
Provided, bu@ours 1ess than required -4
Provided, buf'1hour less than required , 2
Complies wiMrevailing code for fire resistive ratings or no separation is 0
required’ '

+2

Provided and 1 or more hours greater than required
! Where a 3-hour separation is required and a 4-hour separation is provided, the value shall be zero.

- (1) VERTICAL OPENINGS. (a) Fire resistance ratings. Except as specified in par. ),
the fire-resistance rating of enclosures of stairway exits, hoistways and other shafts or openings
between 2 or more floors shall be evaluated in accordance with the prevailing code. A single
numerical value, using the worst case condition, shall be established from Table Comm 70.22-7
and entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See IBC section 707 as adopted in the prevailing code for shaft and vertical exit enclosure
requirements.

(b) Exception. Atriums from 3 levels to not more than 8 levels may not be considered in
the evaluation of vertical openings, but shall comply with s. Comm 70.26.

TABLE 70.22-7

Vertical Openings
Vertical Openings Numerical Value
(per shaft or
opening)
No enclosure -3
Enclosure with no rating -2
Enclosure provided but 1-hour below the required protection level -1
Complies with prevailing code 0
1-hour required, but 2-hour provided +1

(8) HEATING, VENTILATING, AND AIR CONDITIONING. The number of floors
served by an individual heating, ventilating, and air conditioning (HVAC) system shall be
determined in accordance with the prevailing code. A single numerical value shall be established
from Table Comm 70.22-8 and entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See IMC section 607 as adopted in the prevailing code for ducts and air transfer openings.



TABLE 70.22-8

HVAC Systems
HVAC Systems Numerical
Value

Greater than 5-floor levels served by undampered duct system, -5
combustibles in air plenums, or corridors used as air plenums.

3 to 5-floor levels served by undampered duct system -2
2-floor levels served by undampered duct system -1
Complies with prevailing code or provided with fire dampers 0
Multi-level buildings having 1-floor level HVAC system or central system +5

with no ducts serving other floor levels

(9 SMOKE DETECTION. The smoke detection system shall be evaluated in accordance
with the prevailing code. A single numerical value shali be established from Table Comm 70.22-9
and entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See s. Comm 62.0907 and IBC section 907 as adopted in the prevailing code for fire alarm and

detection systems.

TABLE 70.22-9

Smoke Detection
Smoke Detection Numerical Value
Complies with prevailing code o S0
Elevator lobby only and not required by prevailing code +1
HVAC return only and not required by prevailing code +2
HVAC return and elevator lobby and not required by prevailing code +3
All corridors, in addition to those required by the code, including elevator +4
lobbies !
Total space with interconnection of smoke detectors and building fire alarm +5

system and not required by prevailing code

'If required detectors meet the requiremnents for corridor protection, enter zero.

(10) FIRE ALARMS. The fire alarm system shall be evaluated in accordance with the
prevailing code. A single numerical value shall be established from Table Comm 70.22-10 and
entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See s. Comm 62.0907 and IBC section 907 as adopted in the prevailing code for fire alarm and
detection systemns.




TABLE 70.22-10

Fire Alarms

Fire Alarms Numerical Value
Manual fire alarm system required, but not provided -5

Manual fire alarm system required and provided, but does not comply with -2
prevailing code

Complies with the prevailing code 0

Manual fire alarm system provided but not required’ +1
Manual fire alarm and voice alarm or manual fire alarm with public +3

address system provided, but not required”
Central control station® ERNER _ o o +4
Central control station and interconnected to a remote control station +5
which is permanently monitored® T

“f a numerical value of (+5) is taken under (9) smoke detection, the numerical value for this section is zero.

*Voice alarm and public address system shall be activated from a location, which is occupied by an employee during

alt periods of building occupancy.
*Fire department may require systems to be interconnected with the fire department.

(11) SMOKE CONTROL. The ability of a natural or mechanical venting, exhaust or
pressurization systems to control the movement of smoke from a fire shall be determined in
accordance with Table 70.22-11 for the entire building based on the worst case condition. If a
building is 2 stories or less in height, the numerical value is zero. A single numerical value shall
be established from Table Comm 70.22-11 and entered in Table Comm 70.23 as specified in s.

Comm7021. .

Note: See s. Comm 62.0909 and IBC scction 909 as adopted in the prevailing code for smoke control
requirements,

TABLE 70.22-11
_ Smoke Control _
Smoke Control Numerical Value
Operable windows, that are operable without special keys or tools, are +2
provided throughout the entire building, but not required
Automatic smoke vents provided throughout entire building, but not +3
required
One smokeproof stairway enclosure provided and building has operable +5
windows throughout, but neither required
All stairways provided are pressurized, but not required +7
Engineered smoke control and removal system provided that covers the +10

entire building, but not required

10




- (12) EXIT CAPACITY. (a) General. Except as specified in par. (b), the means of egress
by number and capacity of exits shall be determined in accordance with the prevailing code. If
exiting differs on various floor levels, the worst case floor shall be used. A single numerical value
shall be established from Table Comm 70.22-12 and entered in Table Comm 70.23 as specified in

s. Comm 70.21.

Note: See ss. Comm 62.1003 to Comm 62.1006 and IBC chapter 10 as adopted in the prevailing code for
means of egress requirements.

(b) Exceptions. The minimum number of exits shall be provided as specified in the
prevailing code for the applicable occupancy classification.

TABLE 70.22-12

Exit Capacity
Exit Capacity o Number Value
‘ : _ (per exit)
Complies with prevailing code 0
Horizontal exits are provided in addition to the required exits' +2
Exits to grade or enclosed stairways exceed the minimum number of exits?® +3
+5

Eliminate a fire escape exit and provide a code complying enclosed
stairway exit serving 3 or more levels

*No more than one-half the exits may be horizontal exits.
?Exits shall be at least 20 feet apart.

- (13) DEAD ENDS, ‘The length of exit access travel distance in which the building
occu;:ants are confined to a single direction of egress shall be evaluated in accordance with Table
70.22-13. A single numerical value shall be established from Table Comm 70.22-13 and entered

in Table Comm 70.23 as specified in s. Comm 70.21.

TABLE 70.22-13
Dead Ends ‘
Dead Ends Numerical Value
(per dead
end)
Dead ends exceed the maximum permitted distance in prevailing code -5
0

Complies with prevailing code

(14) MAXIMUM TRAVEL DISTANCE TO AN EXIT. (a) General. Except as specified
in par. (b), the length of travel to a required exit shall be determined in accordance with the
prevailing code. A single numerical value shall be established from Table Comm 70.22-14 and

entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See IBC section 1004 as adopted in the prevailing code for travel distance requirements.

I



(b} Exceptions. Travel distances that exceed 25% above the required limitations are not

permitted,
TABLE 70.22-14
Maximum Travel Distance

Maximum Travel Distance Numerical Value
111% - 125% of limit allowed -5

90% - 110% of prevailing code limit 0

50% - 89% of limit allowed! +3

Less than 50% of limit aliowed! +5

'For residential occupancies no credit may be taken for reduced exit distance.

(15). EMERGENCY POWER. The availability of emergency power for emergency
lighting shall be evaluated in accordance with the prevailing code and ch. Comm 16. A single
numerical value shall be established from Table Comm 70.22-15 and entered in Table Comm
70.23 as specified in s. Comm 70.21,

Note: See IBC section 2702 as adopted in the prevailing code for emergency and standby power systems,

TABLE 70.22-15
Emergency Power

Emergency Power Numerical Value
Emergency power required, but not provided ' -5
Complies with prevailing code -~ - - 0
Emergency power provided, but not required’ +2

'Does not apply to buildings 2 stories or less in height.

- (16) ELEVATOR CONTROL. The elevator equipment and controls that are available to
the fire department to rescue building occupants from upper floors during a fire shall be evaluated
in accordance with ch. Comm 18. A single numerical value shall be established from Table Comm
70.22-16 and entered in Table Comm 70.23 as specified in s. Comm 70.21.

TABLE 70.22-16

Elevator Control

Elevator Control Numerical Value
No elevators in buildings 3 stories or more in height -3

No elevator in buildings 2 stories or less in height _ 0
Elevator with fire department control in buildings 3 stories or less in +1

height

Elevator with automatic recall in buildings 3 stories or more in height +4
Elevator with fire department control and automatic recall in buildings 3 +5

stories or more in height

12



(17) SPRINKLERS. (a) General. Except as specified in par. (b), the sprinkler system
shall be evaluated in accordance with the prevailing code. A single numerical value shall be
established from Table Comm 70.22-17 and entered in Table Comm 70.23 as specified in s. Comm
70.21.

Note: See ss. Comm 62.0901 to Comm 62.0909 and IBC chapter 9 as adopted in the prevailing code for
sprinkler requirements.

(b) Exceptions. If the building area evaluation was based on sprinkler protection as
allowed by sub. (2) (b) 2., the numerical value under this section is zero.

TABLE 70.22-17
Sprinklers

Sprinklers - . o Numerical Value
System required but not provided' = -5
Existing sprinkler system is required but does not meet prevailing code? -1
Sprinkler system is not required and not provided 0
Sprinkler system required and provided in accordance with the prevailing 0
code
Existing sprinkler system is not required and does not meet prevailing ' +1
code?
Sprinklers provided in exit access, but not required +3
Partial sprinkler system is provided throughout at least 75% of the +5
building butnot required . -
If sprinkler system is required, and regular sprinkler heads are replaced +5
with quick response heads
Complete sprinkler system provided throughout entire ‘building, but not +7
required - '
Complete sprinkler system complying with NFPA 13 for quick response +10

heads is provided throughout the entire building, but not required®
If -5 was entered under sub. (2), numerical value is zero.

2})Qtes not apply to partial systems.

*If -5 was entered under sub. (2), numerical value is +5.

13



SECTION 16. Table Comm 70.23 is amended to read:

TABLE 70.23
(Partial Table)

Building Evaluation Form

Building Life Safety Categories
Safety Parameters Fire Means of General Comments
Safety Egress Safety
5. Firestopping NA
Fireblocking and :
draftstopping .= e —
NA as used in this Table _meai_lsjl\ibt’ applicable.”
: e e IR
- o - f}!“‘i Z., -

Comm 70.26 (3) (d) Mechanical smoke exhaust. A mechanical

shall comply with the prevailing code.

SECTION 17. Comm 70.26 (3) (d) is repealed and recreated to read:

P 1’
by ek P

smoke exhaust system

Note: See IBC section 910.4 as adopted in the prevailing code for mechanical smoke exhaust requirements,

SECTION 18, Comm 70.27 is amended to read:

Comm 70.27 Roof coverings. Existing roof coverings not in conformance with the
ratings specified in Table-51-:03-A-of the prevailing code may be allowed to remain on the
building. Repairs may be made up to 50% of the entire roof surface with materials that match the
existing roof coverings. If more than 50% of the entire roof surface needs to be repaired, the roof
covering shall conform to the requirements of the prevailing code. Where wood shingles are used
to preserve the historic features, the shingles shall be of a fire treated type and of a class C rating.

Note: See IBC section 1507 as adopted in the prevailing code for roof covering requirements,

SECTION 19. Comm 70.28 is amended to read:

Comm 70.28 Iluminated exit signs. Exit signs shall be provided in accordance with s-
Gomm-51-35-(5) the prevailing code.

Note: See IBC section 10031.2.10 as adopted in the prevailing code for exit siggr requirements.

14
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e
SECTION 20. Comm 70.29 (3) is amended fo read: . h

Comm 70.29 (3) EXIFS DOORS TO FIRE ESCAPES. E’G"ery fire escape shall be
i ible from each occupied room.
Exits Doors to fire escapes shall _ in ¥ Comm-51-15-the
prevailing code, except that doors to “A” fire escapes may be Teéduced to not less than 2 feet 6-
inches wide. Access to a required fire escape platform may be provided with an interior stairs
complying with-s-Cemm-§1-16 the prevailing code.

ote: SeeIB ction 1003 as adopted in the prevailing code for door and stairway requirements.

SECTION 21. Comm 70.30 (3) (a) is amended to read:

Comm 70.30 (3) (a) Extensions. The 12-inch handrail extension as specified in s-Comm
51-16-(4) the prevailing code at the bottom and tcp of stairways does not apply to cx:st}.ng
stairways.

Note: See IBC section 1003.3.3.11.5 as adopted in the prevailing code for handrail requirements,

SECTION 22, Comm 70.37 (1) (d) is amended to read:

Comm 70.37 (1) (d) Changed in use occupancy,

SECTION 23. Comm 70.37(2) (a) is amended to read:

Comm 70.37 (2) (a) Structurally separated. New additions, which are structurally
separated from the existing qualified historic structure, shall comply with the loading requirements
of eh—GComm-53 prevailing code.

Note: See IBC chapter 16 as adopted in the prevailing code for loading requirements.

SECTION 24. Comm 70.38 (1) (a) and (b) are amended to read:

Comm 70.38 (1) (a) Less than 25%. When a qualified historic building is remodeled or
changed in use occupancy, which affects less than 25% of the total area of the building, a
structural analysis shall be performed on that portion being remodeled.

(b} 25% or more. When a qualified historic building is remodeled or changed in use
occupancy, which affects 25% or more of the total area of the building, a complete structural
analysis shall be performed on the entire building.

SECTION 25. Comm 70.39 (1) (a) 2. is repealed and Comm 70.39 (1) (a) 3. and 4. are
renumbered Comm (1) (2) 2. and 3. =
— e

15
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SECTION 26. Comm 70.39 (1) ()8} is amended to read: e

 Comm 70.39 (1) (ay 3,/ The permitted reductions specified in subds. 1. . and 2. are not to
be used cumulatively.

SECTION 27. Comm 70.39 (2) (a) is amended to read:

Comm 70.39 (2) (2) The historic building has been determined to support the imposed
floer roof loads; and '

SECTION 28. Comm 70.40 (3) is repealed and recreated to read:

Comm 70.40 (3) (a) Determination of fire resistance. 1. Except as specified in subd, 2.,
the fire-resistance rating of archaic or existing building materials, elements or assemblies shall be
determined in accordance with the prevailing code. '

Note: See s. Comm 62.0703 and IBC section 703.3 as adopted in the prevailing code for fire-resistance
rating requirements.

2. Fire-resistance rating may be determined by an actual testing of the material by an
approved testing laboratory, or by other methods or standards recognized by the department.

(b) Penetrations. All penetrations in the building element, or assembly, for electrical,
plumbing and heating, ventilating and air conditioning systems shall be packed with

noncombustible cementitious materials and so fixed that the packing material will not fall out ~
when itq@awr by hydration. e L AT L,,,) At AR At P

(¢) New materials. The fire-resistance of any new materials, elements or assemblies shall
comply with the prevailing code.

SECTION 29. Comm 70.42 is amended to read:

Comm 70.42 Accessibility requirements. All qualified historic buildings being altered,
or remodeled, added to or changed in use occupancy shall comply with the requirements of eh-

Comm-69-21-and- ADAAG4-1-7 the prevailing code.

Note: See s. Comm 62.3408 and IBC section 3408 as adopted in the prevailing code for existing building
requircments.

SECTION 30. Comm 70.48 (1) (b) is amended to read:

Comm 70.48 (1) (b) Qualified historic buildings which-undergo-any-change-of sccupancy
or-use-which-would that are changed in occupancy and increase the energy consumption; or

16




SECTION 31. Comm 70.59 (1) (a) is amended to read:

Comm 70.59 (1) (a) Change-ofuse Changed in occupancy. If a qualified historic building
is changed in use occupancy, a load calculation of the building shall be performed for the proposed

use occupancy. If the load calculation exceeds the actual service provided, the service shall be
upgraded to meet the new load.

*****#*********************#*#***********************

EFFECTIVE DATE

Pursuant to s. 227.22 (2) (b), Stats., these rules shall take effect on July 1, 2002.

s ok ok s ok e ko o ok ok ok o ok sk ok ok %k ok ok ok ok kK R ok ek ok k ok ok ko ok ok R R K ok R ok ok Rk
H:/historic/Comm 70 public hrg draft.doc ‘
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Dear Mr. Skiansky:
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FOR LEGISLATIVE COUNCIL REVIEW
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Legislative Council for review.

Pursuant fo section 227.15, Stats., agencies are required to submit copies of the proposed rules to the

The attached proposed rules are in the form and style specified by section 227.14, Stats., and are being
forwarded to you for review. Also attached are copies of an agency rule report, public notice, fiscal

estimate, and initial regulatory flexibility analysis.

Re ly submitted,
&

Philip Edw. Albert
Acting Secretary

COM-10542 (R.02/01)




STATE OF WISCONSIN
DEPARTMENT OF COMMERCE

NOTICE OF
PUBLIC HEARING

NOTICE IS HEREBY GIVEN that pursuant to ss. 101.02 (1) and (15) and 101.121, Stats., the Department
of Commerce will hold public hearings on proposed rules relating to Historic buildings.

The public hearings will be held as follows:

Date and Time;: Location:
Friday, November 9, 2001 Third Floor, Conference Room #3C
10:00 a.m. ' Tommy G. Thompson Commerce Center
201 West Washington Ave
Madison, W1

Interested persons are invited to appear at the hearings and present comments on the proposed rules.
Persons making oral presentations are requested to submit their comments in writing. Persons submitting
* comments will not receive individual responses. The hearing record on this proposed rulemaking will
remain open until November 23, 2001, to permit submittal of written comments from persons who are
unable fo attend a hearing or who wish to supplement testimony offered at a hearing. Written comments
should be submitted to Diane Meredith, Departrnent of Commerce Pro gram Development Bureau P. O

-~ Box 2689, Madlson, WL 53701-2689 ' . _

These heanngs are he}d in accessible faczhtzes If you have special needs or 01rcumstances that may make
communication or accessibility difficult at the hearing, please call (608) 266-8741 or (608) 264-8777
(TTY) at least 10 days prior to the hearing date. Accommodations such as interpreters, English translators,
or materials in audio tape format will, to the fullest extent possible, be made available upon request by a
person with a disability.

The proposed rules and an analysis of the proposed rules are available on the Internet at the Safety and
Buildings Division web site at www.commerce.state.wi.us/SB/SB-HomePage. Paper copies may be
obtained without cost from Roberta Ward, Department of Commerce, Program Development Bureau, P.O.
Box 2689, Madison, W1 53701-2689, Email rward@commerce.state.wi.us, telephone (608) 266-8741 or
(608) 264-8777 (TTY). Copies will also be available at the public hearings.

COM-10543 (R.12/00)
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RULE REPORT

Department of Commerce

Rule No.: 'Chapter Comm 70

Relating to: _Historic Buildings

Agency contact person for substantive questions:

Name Jim Quast

Titte - Program Manager

Telephone Number  266-9202

Agency contact'person for internal processing:

Name Diane Meredith

~ Title _Code Consultant

Telephone Number  266-8982

1, Agency statutory authority under which the agency intends to promuigate the rule(s).

Sections 101.02 (1) and (15), and 101.121

2. Citation of federal regulations which require adoption or which are relevant to the proposed
rule(s). -

None Known

3. Citation of court decisions which are applicable to the proposed rule(s).

None Known

COM-10550 (N.03/9T} Continued on reverse side



Description of the proposed rule(s).

The Division is cumently promulgating administrative rules in chapters Comm 61 to 65
{Clearinghouse Rule 00-179) as the revised Wisconsin Commercial Building Code. Those rules
include the adoption by reference of the 2000 editions of the International Building Code® (IBC)
the International Energy Conservation Code™ (IECC), the International Mechanical Codeé
(IMC) and the Intemational Fuel Gas Code® (IFGC). ‘

The primary reason for revising the requirements in chapter Comm 70, Historic Building Code, -
is to update cross-references to the Wisconsin Commercial Building Code, including specific
references fo the adopted intemational codes. Changes are also proposed fo eliminate
dupiicative and conflicting requirements by using terminology consistent with the IBC, and to
clarify existing requirements relating to the building evaluation method. This proposed rule
package on historic buildings has a projected effective date of July 1, 2002, which coincides
with the projected effective date of the revised Wisconsin Commercial Building Code. '

Reason for the proposed ruie(s).

The reason for the changes is to ensure chapter Comm 70, Historic Building Code, and chapters
Comm 61 to 65, Wisconsin Commercial Building Code, have compatible code requirements, and
to clarify existing requirements relating to the building evaluation method.



1999 Session

D LRB or Bill No./Adm. Rule No.
ORIGINAL UPDATED Chanter Comm 70
FISCAL ESTIMATE [_] correCTED [} supPLEMENTAL Amendment No. if Applicable
DOA-2048 (ROG/99)
Subject

Historic Buildings
Fiscal Effect

State: [X]No State Fiscaf Effect
Check columms below only if bill makes a direct appropriation
or affects a sum sufficient appropriation

Increase Existing Appropriation (] morease Existing Revenues
Decrease Existing Appropriation ] Decrease Existing Revenues
Create New Appropriation

[1 mcrease Costs - May be Possible to Absorb
Within Agency's Budget [:f Yes [:] No

E] Decrease Costs

Local: No local government cosis

1. ncrease Costs 3] tmerease Revenues 5. Types of Local Governmental Units Affected:
[ permissive [} Mandatory [] permissive [] Mandatory [ Towns [ vittages [ Cities
2] Decrease Casts 4[] Decrease Revenues ] counties [ Others
[:] Permissive E] Mandatory D Permissive m Mandatory [:] Schoeol Districts I:] WTCS Districts

Fund Sources Affected Affected Ch. 20 Appropriations

Qeer Orep Clero [Drers [ssc [ secs

Assumptions Used in Arriving at Fiscal Estimate

The Safety and Buildings Division is responsible for administering and enforcing chapters Comm
61 to 65, Wisconsin Commercial Building Code. The proposed rule changes to ch. Comm 70 are
updating cross-references and clarifying code language, which do not contain any changes in the

Division’s fees charged for administering and enforcing the Wisconsin Commercial Building
Code. The proposed rules will not generate any additional workload costs. Therefore, the
proposed rules will not have any fiscal effect on the Division.

Long-Range Fiscal Implications
None known

TN

Agency/Prepared by: (Name & Phone No.) Authtyized Signature/T' ele};shone 0. Date

Commerce/Diane Meredith 266-8982

N2,

Q/24/01




1999 Session
FISCAL ESTIMATE WORKSHEET LRB or Bill No/Adm. Rule No. | Amendment No,
Detailed Estimate of Annual Fiscal Effect  [X] ORIGINAL CluepaTeD Chapter Comm 70
DOA-2047(R06/99) [_JCORRECTED [ |SUPPLEMENTAL pter Lomm

Subject
Historic Buildings

L One-time Costs or Revenue Impacts for State and/or Local Gevernment {do not include in annualized fiscal effect):
None known

. Annualized Costs; Annualized Fiscal impact on State funds from:
Increased Costs Decreased Costs
A. State Costs By Category ' $ 0 . $ -0

State Operations - Salaries and Fringes : .

(FTE Position Changes) { 0 FTE) (- 0 _FIB)
State Operations - Other Costs .

Local Assistance

Aids to Individuals or Organizations

TOTAL State Costs By Category ' $ 0 $ -0

B. State Costs By Source of Funds Increased Costs Decreased Costs
GPR q

2 5]

- FED

PRO/PRS 0 -0

SEG/SEG-S

HI. State Revenues- Complete this only when proposal will increase or decrease Increased Rev. Decreased Rev.
L state revenucs (e.g., tax increase, decrease in license fee, etc.) .
GPR Taxes s : SLoE T S ' $ -

GPR Earned ' .

FED

PRO/PRS 0 -0

SEG/SEG-S

TOTAL State Revenues $ 0 . § -0

NET ANNUALIZED FISCAL IMPACT

STATE LOCAL

NET CHANGE IN COSTS s O s 0

NET CHANGE IN REVENUES b 0 b3

Agency/Prepared by: (Name & Phone No.)
Commerce/Diane Meredith 266-8982

ed Signat eJephone Np. Date
é[%f/ 9/24/01




RULE REPORT

Department of Commerce

Rule No.:  Chapter Comm 70

Relating to: _Historic Buildings

Agency contact person for substantive questions:

Name Jim Qﬁast

Title _Program Manager

Telephone Number - 266-9292

Agency contact person for internal processing:

Name Diane Meredith

Title Code Consultant

Telephone Number  266-8082

1. Age_ncy statutory authority under which the agency intends to promulgate the rule(s).

Sections 101.02 (1) and (15), and 101.121

2. Citation of federal regulations which require adoption or which are relevant o the
proposed rule(s).

None Known

3. Citation of court decisions which are applicable to the proposed rule(s).

None Known

COM-10550 (N.03/97) ' Continued on reverse side




Description of the proposed rule(s).

The Division has adopted chapters Comm 61 to 65 (Clearinghouse Rule 00-179) as the
revised Wisconsin Commercial Building Code. Those rules mciude the adoption by
reference of the 2000 adutzons of the International Building Code® (IBC), the International
Energy Conservation Code™ (IECC), the International Mechanical Code (IMC) and the
International Fuel Gas Code® (IFGC).

The primary reason for revising the requirements in chapter Comm 70, Historic Building
Code, is to update cross-references to the Wisconsin Commercial Building Code,
including specific references to the adopted international codes. Changes are also
proposed to eliminate duplicative and conflicting requirements by using terminology
consistent with the IBC, and to clarify existing requirements relating fo the building
evaluation method. This proposed rule package on historic buildings has a projected
effective date of July 1, 2002, which coincides with the effective date of the revised
Wisconsin Commercial Building Code.

Reason for the prt_jpbsed ruté(s).'

The reason for the changes is to ensure chapter Comm 70, Historic Building Code, and
chapters Comm 61 to 65, Wisconsin Commercial Building Code, have compatible code
requirements, and to clarify existing requirements relating to the building evaluation
method.
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Iﬁstonc Buﬂdmgs

A Om-ﬁme Costs. or Rﬁtnue Impxcts for State andior Local Government (do nof include fa annnalized ﬁscai emact}
None known _ _

llmémmmgggss

' 'A. State Costs By Categery
. State Operanons - Salar;es and Fmges

Annaa’!ized Fiscal impact on State funds fng

Increased Costs Dmease_d(?a;ts_

(F'{'EPﬁsmonChanges} . | 1 o Fm__l¢- o _FR)

State Operations -_Other Costs . -

"Aldstoindmdualsar()rgamzatwns R RS o . ._ ' SRR : : ,.
$ 0

‘B, State Costs By Source of Funds | PP
GPR . reased .

' TOTAL Staiz Ccsis By Categmy

. FED -

PRO/PRS

SEG/SEG-S -
Increased Rev.

GPR Eamed o o | .

Decreased Rev.
o swzerevenues {eg iaxmcrease, decreasemhcense fee etc} i : e
-GPRTax_es S e ; IR, Lo g

FED

PRO/PRS | | 0 0

SEG/SEG-S

TOTAL State Revenues $ 0

NET ANNUALIZED FISCAL IMPACT

STATE

NET CHANGE IN COSTS : s 0 s 0@

NET CHANGE IN REVENUES

Date

9/24/01

Agency/Prepared by: (Name & Phone No.)
‘Commerce/Diane Meredith 266-8982
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:-'sn;m

Iﬁstonc Bmldmgs
| state: . [X] No State Fiscal Bffect _ _
&mkce!anmsbe}awmlyxfb;ﬁ rakes a direct appropriation . {:} Increase Costs « May be Possible to Absorb
" ok affects 2 sum sufficient appropriation " Within Agency’s Bodget [dves []No
Increase Existing Appropriation Increase Existing Revenves |
‘Pecrease Existing Appropriation Decrease Existing Revenues D Decrease Costs
ﬁmmNewAppmpnaﬁm i
: Lm:ai [x{ No local government costs
1.] increase Costs 3] Increase Revenues 5. Types of Local Governmental Units Affected:
_ {3 Permissive [:] Mandatory D Permissive [3 Mandatory D Towns {:] -Viliagcs E] Cities
L 201 Decrease Costs 4077 Decrease Revenues - [ counties E] Others
[:] Pexmssrva D Mandatmy : : {:} Pmsme D Mmdamry D School Daslnc:s {3 WICS Districts
| Fund Sources Affected | Affected Ch. 20 Appropriations '

[lorr [Jrep C}PRG GPRS [:]sm [Z}SEQ-S -

Assumptions Used in Arriving at Fiscal Estimate

The Safety and Buildings Division is responsible for administering and enforcing ¢hapters Comm
61 to 65, Wisconsin Commercial Building Code. The proposed rule changes to ch. Comm 70 are
updating cross-references and clarifying code language, which do not contain any changes in the
Division’s fees charged for administering and enforcing the Wisconsin Commercial Building
Code. The proposed rules will not generate any additional workload costs. Therefore, the
proposed rules will not have any fiscal effect on the Division.

Long-Range Fiscal Implications
None known

Date
9/z24 /01

Agency/Prepared by (Name & Phone No.)
- Commerce/Diane Meredith 266-8982
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RESPONSE TO

LEGISLAT!VE COUNCIL CLEARINGHOUSE

REPORT

Department of Commerce

CLEARINGHOUSE RULENO.: _01-110

RULE NO.:  Chapter Comm 70

RELATING TO: _Historic Buildings

Agency contact person for substantive questions.

Name: Jim Quast

Title: _Program Ménager
Telephone No.  266-9262

Legislative Council report recommendations accepted in whole.

D Yes D No

1. Review of statutory authority [s. 227.15(2)a)}

a. Accepted
b. D Accepted in part

c. [ ] Rejected

d. D Cormments attached

2. Review of rules for form, style and placement in administrative code [s. 227.15(2)(c)]

a. D Accepted
b. Accepted in part

c. || Rejected

d. Comments aftached

COM-10538 (N.03/97)

(Continued on reverse side)



3. Review rules for conflict with or duplication of e'xisting rules [s. 227.15(2)(d)]
a. & Accepted
b. [ ] Acceptedin part

C. D Rejected

d. D Comments attached
4, Review rules for adequate references to related statutes, rules and forms [s, 227.15(2)(e)]

a. Accepted
b, [:I Accepted in part

¢. | ] Rejected

d. D Comments attached
5. Review language of rules for clarity, grammar, punctuation and plainness [s, 227.15(2){)]

a. Accepted
b. D Accepted in part
c. l:] Rejected

d. D Comments attached
6. Review rules for potential conflicts with, and comparability to, related federal regulations [s. 227.15(2)(g)] -

a. .Accepted
b. D Accepted in part
c. D Rejected

d. [:l Comments aftached
7. Review rules for permit action deadline [s. 227.15(2)(h)]

a. Accepted
b. D Accepted in part

c. | ] Reiected

d. [__] comments attached




Response to Legislative Council Rules Clearingiwuse Comments
Clearinghouse Rule 01-110: Comm 70 relating to historic buildings.
Review of rules for form, style, and placement in administrative code [s. 227.15 (2) {c), Stats.]:
2. g. The change to Table Comm 70.23 represents only a portion of the entire table
relating to the building evaluation form. The abbreviation “NA” is used in numerous

areas within the table and it would be better to explain the meaning in the footnote for
application to other areas within the table.




P.0.Box 7970 -

(60B) 266-1018

www.commerce statewiis

“ 'scon s’ n | : | Scott ma%:w:ﬁ, Govemor ..

Department of Commerce _ Philip Edw. Albert, Secretary’

Feﬁrua ryv 13, 2002

Donald J. Schneider John A. Scocos

Senate Chief Cierk g Assembly Chief Clerk
Room 501 S : Room 402

119 Martan Luther King Blvd 1 East Main Street
Madisen, Wisconsin 53703 Madison, Wisconsin 53703

Dear _c;h.sef C&e{ks:

TRANSM!TTAL iN FiNAL QRAFT FGRM OF ADMIN&STRATWE
- ' RULES AND REPORT oy

CLEARINGHOUSE RULE NO.: _01-110

RULE NO.. Chapter Comm 70

RELAT!N-_G TO: Historic Buiidings

o 3Pursuant 1{3 se.chon 227 ig Stats agencies are requared to submut in: tnptrcate copaes ef the proposed o
" administrative rules in final draft fcrm together with a rille report and an analysis. The recommendations
received from the Legislative Council are also to be submitted.

At this time, this matenai together with cover letters to the President of the Senate and the Speaker of
the Assembly, is bsamg tfansmltteﬁi for referral to the standmg commtttees for legls!ative review,

Iy submtttect

/;ZW

Philip chw Albert
Secretary

Res

COM-10536 (R.O9/01}

" Madison, Wisconsin 53707 .

TDD#: (508) 264-8777 .



P.O. Box 7970

Madison, Wisconsin 53707
{608) 266-1018

TOD#: (608) 264-8777
www.commerce. state wi.us

| 3 'sconS' n Scott McCalium, Govc;rnar

Department of Commerce Philip Edw. Albert, Secretary

February 13, 2002

Senator Fred Risser Representative Scolt Jensen
President of the Senate Speaker of the Assembly
Room 220 South, State Capitol Room 211 West, State Capitol
Madison, Wisconsin 53702 Madison, Wisconsin 53702

Dear Senator Risser and Representative Jensen:
NOTICE OF ADMINISTRATIVE RULES IN FINAL DRAFT FORM

CLEARINGHOUSE RULENO..  01-110

RULE NO.: Chapter Comm 70

RELATING TO: _Historic Buildings

Section 227.19, Stats., requires agencies to submit proposed rules in final draft form to the presiding officer
of each house for referral to the appropriate legislative standing committees.

'The foiiowang :nformatson as’ requured by law is bemg submitted io you T
1'.'" Rules in final draft form (m tﬂphcate) o

2. Report consisting of:
a). Rule Report,
b} Public Hearing Attendance Reoorci
¢} Public Hearing Comment and Agency Response Form.
d) Legisliative Council Rules Clearinghouse Report.
e} Response to Legislative Council Rules Clearinghouse Reporf.
f} Fiscal Estimate.
g) Final Regulatory Flexibility Analysis.

If you have any questions regarding this matter, please do not hesitate to contact us.

Res Hy submitted,

Vbl b1~

Phitip Edw. Afbert
Secretary

COM-10537 (R.09/01)



FLEXIBILITY ANALYSIS

Departmént of Commerce

CLEARINGHOUSE RULE NO:: 01110

RULE NO.. Chapter Comm 70

RELATING TO: _Historic Buildings

Final regulatory ﬂefxibiiity analysis not required. (Statement of determination required.)

1. Reason for including or failing to include the following methods for reducing impact of the rule on small
businesses: Less stringent compliance or reporting requirements; less stringent schedules or deadlines for
compliance or reporting requirements; simplification of compliance or reporting requirements,; establishment

_of performance  standards to' replace design -or ‘operational standards; -exemption from .any or all ..

o requiements.
The building. evaluation method for qualified-historic:buildings is:being-updated to corrett cross-references to -

the revised Wisconsin Commercial Building Code, chapters Comm 61 to 65, which will take:effect July 1,
2002. The impact of these rules on small businesses is minimal, if any.

2. Issues raised by small businesses during hearings, changes in proposed rules as a result of comments by
small businesses and reasons for rejecting any alternatives suggested by small businesses.

No issues were raised at hearings

{Continued on reverse side)
COM-10538 (N.O3/97)




State of Wisconsin \ Department of Commerce

RULES in FINAL
DRAFT FORM

Rule No.: ‘Chapter Comm 70

Relating to: Historic Buildings

Clearinghouse Rule No.: o1-110

COM-10535 (N.03/97)



COMM 70-HISTORIC CODE
RULE SUMMARY

The Wisconsin Department of Commerce proposed-an order to repeal ss. Comm 70.17 (11),
Comm 70.29 (3) and Comm 70.39 (1) (a) 2.; to renumber ss. Comm 70.17 (9) and (10), Comm
70.25 (4) and Comm 70.39 (1) (a) 3. and 4.; to amend ss. Comm 70.02 (2) (e) and (i), Comm
70.07 (5) (b) and (¢), Comm 70.17 (2), Comm 70.17 (5), Comm 70.17 (14), Comm 70.20, Table
Comm 70.23, Comm 70.27, Comm 70.28, Comm 70.30 (3) (a), Comm 70.37 (1) {(d), Comm
70.37 (2) (a), Comm 70.38 (1) (a) and (b), Comm 70.39 (1) (2) 3., Comm 70.39 (2) (a), Comm
70.42, Comm 70.48 (1) (b), Comm 70.59 (1) (a) and Comm 70, suhch X1 “utle”; to repeal and
recreate ss. Comm 70.03 (2}, Comm 70 04, Comm 70.05, Comm 70.06, Comm 70.07 (1)-and (3),
Comm 70.08, Comm 70.17 (18), Comm 70.21, Comm 70.22, Comm 70.26 (3) (d), Comm 70.29
(1) and Comm 70.40 (3); and to create s. Comm 70.17 (9), relating to historic buildings.

******.#f*_*’lf_***%ﬂ*******************-***-****&***_**%*#**
o Analyﬂs of Pmposed Rules |
Statutory Authority and Statutes Interpreted L
Statutory Authority: Sections 101.02 (1) and (15), and 101.121, Stats.
Statutes Interpreted: Section 101.121, Stats.
The Department has adopted a revised state Commercial Building Code, chapters Comm 61 to

65, under Clearinghouse Rule 00-179. That code includes the adoptmn by reference of the 2000
editions of the International Building. Code® (IBC), the International Energy Conservation

S Code™ (IECC), the Im‘ematzona! Meckamcal Code (EMC) and the Intemaimnal Fue! Gas i e

Code® (IFGC).

The primary reason for revising the requirements in chapter Comm 70, Historic Building Code is
to update ¢ross-references to.the Commercial Bwiﬁmg Code, chapters Comm 61 16 65, including
specific references to the adopted international codes. Changes are also proposed to eliminate
duplicative and conflicting requirements by using terrmnoiogy conststent with the’ J{BC and to
clarify existing requirements relating to the building evaluation method.” This p;:oposed rule
package on historic buildings has a projected effective date of July 1, 2002, which will coincide
with the effective date of the revised Commercial Building Code.

The following major changes are being proposed to the current chapter Comm 70:

1. Revised the requirements relating to the application of other codes to qualified
historic buildings to coincide with the requirements in 101.121 (4), Stats. [Comm
70.04]

2. Modified plan examination and plan submittal requirements to be consistent with
proposed chapter Comm 61 relating to administration and enforcement of the
Commercial Building Code. [Comm 70.07 (1) and (3)]



3. Consolidated requirements relating to approval application forms and types of

approvals given by the Department by cross-referencing chapter Comm 61 and to
clarify submittal requirements. [Comm 70.07 (5) and Comm 70.08]

. Modified the building safety parameters specified in sections Comm 70.22 (1) to (17)
to cross-reference the applicable IBC code sections and to clanfy language for use
with the IBC. The code text was changed to require the companson to the “prevailing
code”, which is the IBC, and to list the appropriate IBC sections in informational
notes. The following major changes are being proposed:

a. Modified severai sections to use tenmnoiogy thai is consistent with the IBC.
(Changmg* ‘class of ccmstmction” to-“type of construction”, “building’ setback”
to “building fire separation distance”, and “firestopping” to “fireblocking and
draftstopping”.) [Comm 70.22 (1) and (3)]

b. Eliminateda- duplmatwe reqmrement allowin, gan increase in building area

. whena buﬁdmg is siannklered ThlS mcrease is: aiready covered in: the IBC
[Comm 70:22 (2)] - G

- c -Chang&d the attic c«ompartmentahzatwn area from 3200 square feet to 3000
" square feet to be consistent with the TBC. [Comm 70.22 (4)]

d. Eliminated the requirement that dead ends could not be created since the IBC
would permit certain dead ends. [Comm 70.22 (13)]

e. Clarified the terminology in Table Comm 70.22-16 to be consistent with
chapter Comm 18 relating to Phase I and Phase IT emergency operation of
elevators. Added a category for application when existing elevators do not
have Phase I operation. [ Table Comm 70.22-16]

{. Eliminated the reference in Table 70.22-17 to “unseparateci hazardous areas”

. since these areas are considered “incidental use areas” and are considered

:_Wlthm the cemext of code
linc6] HE LR

5. Changed the methods for determining the fire-resistance rating of materials by using

IBC chapter 7 and coordinated the cross-references to specific IBC sections, such as
IBC section 703.3 for methods for-determining fire resistance of materials. The IBC
chapter 7 requirements include very detailed prescnptwe fire-resistance ratings for

- materials such as ciay, shale, slate and limestone units. If the fire-resistance could not
be determined using these Tables, other methods or standards recognized by the
Department could still be used. [Comm 70.40 (3) (a)]

. Modified various code sections to cross-reference the correct code requirements in
the IBC. [Comm 70.02 (2), definitions under 70.17, 70.27, 70.28, 70.29 (3), 70.37 (1)
and (2) (a), 70.38 (1) (a) and (b), 70.39 (1) (a) 2., and 70.42]

. Modified the alternate atrium requirements relating to smoke removal to comply with
the mechanical smoke exhaust requirements in the IBC. [Comm 70.26 (3) (d)]

LR R R R A R R AR EEE EEE S EESEEEEE SRR EEEEEEREEEE R R EEE N EEEE"

H:/historic/rule analysis leg review.doc

'C@mphance undar the IBC [Comm Tabie 70 22~17 i g



CHAPTER Comm 70
HISTORIC BUILDING CODE

SECTION 1. Comm 70.02 (2) (¢) and (i) are amended to read:

Comm 70.02 (2) (¢) Chap s1e
galertes Educational occupancies sz)ecxﬁed in }BC sectmn 305 1;

(1) Other buildings as specified in s. Comm-58.04 61.02 (4).

SECTION 2. Comm 70.03 (2) is repealed and recreated to read:

Comm 70.03 (2) OCCUPANCY CHANGES. When a-qualified historic building is
changed to an occupancy different than what the bmidmg was ongmally constructed as, the owner
may elect to be subject to th1$ chapter or the prevailing code

'SECTION 3. Comm 70.04 is .repealed and recreated to read:

Comm 70.04 Impact of other codes on qualified historic buildings. The owner of a
qualified historic building who elects to be subject to this chapter is not required to comply with
any provision of any other building code, including any county or municipal building code, or of
any other local ordinance or regulation, if that provision concerns a matter dealt with in the historic
building code.

" SECTION 4. Comm 70.05 is repealed and recreated to read:

Comm 70.05 Verification of a qualified historie building. When an owner elects to be
subject to the requirements in this chapter, a verification of historic status form shall be completed
and submitted to the department or an authorized representative with the plans and spemﬁcatzons
as specified in 5. Comm 70.07 (3). The verification of historic status form shall be signed by the
state historic preservation officer or an authorized municipal official verifying the building is a
qualified historic building.

Note: A copy of the verification of historic status form, SBD-7728, is available from the Safety and
Buildings Division at P.O. Box 7162, Madison, WI 53707-7162, or at telephone 608/266-3151 and at 608/264-8777
(TTY), or at the Safety and Buildings’ web site at www.commerce.state.wi.us.

SECTION 5. Comm 70.06 is repealed and recreated to read:

Comm 70.06 Application of historic building code. (1) GENERAL. Except as
specified in sub. (2), when an owner elects to be subject to this chapter, it shall be applied as
follows:

(a) A quahfied historic building that is altered, remodeled, reproduced, or changed in
occupancy shall comply with the requirements in subchs. TV to X,

1



(b) A qualified historic building that is preserved, reconstituted, repaired or restored shall
comply with the requirements of subchs. V to X..

(2) HISTORICAL EXHIBITS. Any qualified historic building that is preserved and used
solely as an historical exhibit shall comply with the requirements in subch. IX.

SECTION 6. Comm 70.07 (1) and (3) are repealed and recreated to read:

Conim 70.07 (1) PLAN SUBMITTAL. If aqualified historic building is altered,
remodeled, or changed to a new occupancy, plans and specifications shall be submitted to the
department or an authorized representative as specified in s. Comm 61.30.

(3) PLANS, SPECIFICATIONS AND DATA. Plans and speczﬁcattons shall be submitted
and prepared in accordance wﬁh ss. Comm 61.30 and 61.31.

SECTION 7. Comm 70.07 (5) (b) and (c) are amended to read:

Comm 70.07 (5) (b) Verification form A veriﬁcatlon of histonc sta‘{us form as SQeczﬁed
ins. Comm 70 05 shaH be submltted st d : : a

denartment or an authonzed representatwe with nlans and spemﬁcatzons required in sub { 3)

(¢) Building evaluation form. When the building evaluation method is used, a completed
- building evaluation form as specified in 5. _Cam;m 70.23 shall be submitted. to the denartment oran -

o 'aathonzedr” resentative with plans and specifications required in sub. (3).

Note: Copies of the department plan approval application form $B-148-SBD-118
verification of historic status form SBD-7728, and building evaluation form SDB-10725-E are
available from the Safety and Buildings Division at P.O. Box 7162, Madison, WI 53701 -7162, or
at telephone 608/264-1818 and 608/264-8777 (TTY). Some of the department forms are also
available at the Safety and Buildings’ web site at www.commerce state.wius.

SECTION 8. Comm 70.08 is repealed and recreated to read:

Comm 70.08 Approvals. The department or an authorized representative shall review
and make a determination on an application for plan review in accordance with s. Comm 61.31.
SECTION 9. Comm 70.17 {2) is amended to read:

Comm 70.17 (2) “Authorized representative” means any certified municipality or county

as specified in s. Comm $6-2F 61.70, and any appointed agent as specified in s. Comm 5822
61.71.



SECTION 10. Comm 70.17 (5) is amended to read:

(5) “Change-in-use” “Changed in occupancy” means the process of adapting a building to
aeeempksh%se an occupancy other than that for which it was originally designed-but-does-net

SECTION 11. Comm 70.17 (11) is repealed.

SECTION 12. 'Comm 70.17 (9) and (10) are renumbered (10) and (11)..

SECTION 13. Comm 70.17 (9) is created to read:

Comm 70.17 (9) “IBC” means the International Building Code®.

SECTION 14, Comm 70.17 (14) is amended to read;

Comm 70 1‘7 (14) “Prevalhng code” means the mest current edition of chs. Comm-56-64
i i ede Comm 61 1o 65 the Wlsconsan

Commerczal Bmidmg Code

Note “The Wiscm;sm Ccmmerczai Buﬂdmg Code chs Comm 61 te 65 adoms by reference the Inremazzonal
Building Code® (IBC). the International Energy Conservation Code™ (IECC), the International Mechanical Code®
(IMC) and the International Fuel Gas Code® (IFGC). Comun 14, Fire Prevention Code, may have rukes that may
affect the mamieuance and use ef a quahﬁed hlstonc bu:idmg

SECTION 15. Comm 70.17 (18) is repealed and recreated to read:
Comm 70.17 (18) “Remodel” has the meaning given in s. 101,132 (1) (h), Stats.

Note: Section 101,132 (1) (h), Stats. reads: * ‘Remodel’ means to substantially improve, alter, extend or
otherwise change the structure of a building or change the location of exits, but does not include maintenance,
redecoration, reroofing or alteration of mechanical or electrical systems.”

SECTION 16: Comm 70.20 is amended to read:

Comm 70.20 Scope and application. This subchapter provides an alternative method for
determmmg code compliance for a qualified historic building being remodeled, altered or changed
in use occupancy. When the building evaluation method is used, the method shall be used in its
entirety to evaluate a qualified historic building.




SECTION 17. Comm 70.21 and 70.22 are repealed and recreated to read:

Comm 70.21 Building evalnation method. (1) GENERAL. The building evaluation
method evaluates the degree of life safety of a qualified historic building by comparing the 17
building safety parameters specified in s. Comm 70.22 with the requirements of the prevailing
code. The degree of life safety is measured in terms of fire safety, means of egress and general
safety as follows:

(a) Fire safety. The category of fire safety includes the building safety parameters
affecting the structural fire resistance, automatic fire detection, fire alarm, and fire suppression
features of a qualified historic building.

(b) Means of egress. The category of means-of egress includes those building safety
parameters affectmg safe evacuatxon from a qualified histonc buﬂdmg

" (¢} General safety. The category of 'general safety'inciudes all of the building safety
parameters under fire safety and means of egress.

(2) DETERMINING NUMERICAL VALUES. A single numerical value shall be
determined for each of the building safety parameters specified in s. Comm 70.22. Aftera
numerical value has been determined for a building safety parameter, that value shall be entered
for each of the applicable life safety categories in the corresponding row in Table Comm 70.23.
The values shall be entered in accordance with all of the following:

(a} A numencal vaiue may not be mterpolated and except for zem shall be hs‘sed w1th a
posatwe ornegative sign. o : :

(b) Where a buiiding parameter does not appiy, a value of zero shall be assigned.

3 BUILDING SAFETY SCORE. (a) The numerical values entered in Table Comm
70.23 shall be algebraically totaled within each life safety column, and the total shall be listed as a
safety score in each columm.

(b) Where the safety score in each life safety column is equal to or greater than zero, the
qualified historic building is in compliance with this chapter.

(c) Where the safety score in any of the life safety columns is less than zero, the building is
not in compliance with this chapter, for the proposed occupancy. Additional safety measures may
be proposed by the owner to bring any negative safety score to a value which is equal to or greater
than zero.

Comm 70.22 Building safety parameters. A qualified historic building shall be
evaluated in accordance with all of the following building safety parameters:



(1) NUMBER OF STORIES. (a) ﬂez‘ermmmg types of construction. The type of
construction shall be determined by comparing the actual building elements to those specified in
the prevailing code. The type of construction shall be based on that which most closely represents
the type of construction described in the prevailing code. A single numerical value shall be
established from Table Comm 70.22-1 and entered in Table Comm 70.23 as specified in s. Comm
70.21.

Note: See IBC chapter Gas adopted in the prevalimg code fer types of construction requirements.

) Bzﬁ"erent gzpes of constmctzon Buildings with dxfferent types of construction shall be
separated with a type of construction separation spemﬁed in the prevailing code unless the lowest
type of construotlon is used as the basxs for the evaiuation _

{c) Allowable number of storzes ’i‘he aliowabie number of stones for the iype of :
; censtructwn shali be detarmmed in accordance w1th the prevalimg code '

Note See 5. Comm 62 0500 and IBC chapter 5 as adopted in the prcvalimg cnde for allowable hexght and
areas.; s .

TABLE 70.22-1
Number of Stories

Number of St{;rie_s o : Numerical Value
_ S : ' o (per story)
Each story above the maxinum nu;mber of stones allowed o _ -5
Rt _:Comphes with prevmlmg cod:: D R N 0
- Each story below the maximum number of stories - LR
(maximum value,

. —1-10)

(2) BUILDING AREA (a} Allowabz’e area Except as spemﬁf:d in pa:r (b) the allowable
buzldmg area shall-be detemmed in accordance with the preva;hng code. ‘A single numerical
value shall be established from Table Comm ?G 22-2 and entered in Table Comm 7023 as
specified in's. Comm 70.21.

Note: See s. Comm 62.0500 and IBC chapter 5 as adopted in the prevaiiiﬁg code for allowable building arca.

(b) Number of stories. When the building has more stories than permitted by the
prevailing code, the maximum number of stories allowed for that type of construction shall be used
to determine the maximum allowable area requirements for the building.



TABLE 70.22-2

Building Area

Building Area Numerical Value
More than 150% of the allowed area -5

111% - 120% of allowed ' 2

90% to 110% of allowed area, or where code does 0

not have area limitations

80% - 89% of allowed +2

70% - 79% of allowed +3

50% - 69% of allowed +4

Less than 50% of the area allowed . L S +5

(3) FIRE RESISTANCE RATING AND FIRE SEPARATION DISTANCE. The fire
resistance rating requirements for exterior walls based on the fire separation distance shall be
determined in accordance with the prevailing code. A single numerical value, using the worst case
condition, shall be established from Table Comm 70.22-3 and entered in Table Comm 70.23 as
specified in s. Comm 70.21.

Note: See s. Comm 62.0702 and IBC section 702 for definition of fire separation distance, s. Comm 62.0704
and IBC section 704 for exterior wall construction and rating, and IBC section 602 for fire-resistance rating
requirements for building elements, as adopted m the prevailing code.

. TABLET70223

Bui}ding Fire Separation Distance
Building Fire Separation Distance _ Numerical Value
Distance and rating less than allowed under the prevailing code 2
Complies with prevailing code | . 0
Greater than the prevailing code 42

(4) ATTIC COMPARTMENTALIZATION. The attic area shall be evaluated in
accordance with the attic drafistopping requirements specified in the prevailing code. A single
numerical value shall be established from Table Comm 70.22-4 and entered in Table Comm 70.23
as specified in s. Comm 70.21.

Note: See IBC section 716.4 as adopted in the prevailing code for attic drafistopping requirements,




TABLE 70.22-4
Attic Compartmentalization

Attic Compartmentalization Numerical Value

No compartments provided but required -5

Compartments are not more than 10% over the code permitted arcas -3

Complies with prevailing code o 0
+3

Compartments-are less than 25% of the code permitted areas

(5) FIREBLOCKING AND DRAFTSTOPPING. The fireblocking and draftstopping
requirements shall be determined in accordance with the prevailing code. If the existing wall
material is removed and the wall ‘cavity is exposed, fireblocking and dmﬁstoppmg shall be

. provided in accordance with the prevalimg code. A single numer}cal value, using the worst case
- condition, shall be estabhshed from Table Comm 70. 22- 5 and entered in Table Comm 70. 23 as

spemﬁed ins. Comm 70 21

Note See IBC section 716.2 as adopted in the prevailing code for ﬂreb}eckmg and draftsieppmg

requirements,
TABLE 70.22-5
Fireblocking and Draftstnppmg
Fireblocking and draftstopping Numerical Value
No verification of ﬁreblockmg or draftstopping -5
. Fzreblockmg and. draﬁstopplng pravzded at basemfmt and att;,c leveis and S —-3 S
" wherever accessible: s LR U RS

Complies with prevailing code 0

(6) MIXED OCCUPANCIES. The separation of. dxfferent occupénczes:shaﬁ'bé evaluated
in accordance with the prevmlmg code. A single numerical value, using the worst case condition,
shall be established ﬁ'om Table Comm 70.22-6 and entered in Table Comm 70. 23 as spec:ﬁed mns.

Comm 70.21.

Note: See IBC section 302.3 as adopted in the prevailing code for separation of occupancy requirements.




TABLE 70.22-6
Occupancy Separation

Occupancy Separations Numerical Value
No separation provided, but required -5
Provided, but 2 hours less than required -4
Provided, but 1 hour less than required -2
Comphes with prevailing code for fire resistive ratings or no separation is | 0
requlred

Provided and 1 or more hours greater than required +2

! Where a 3-hour scparahcn is reqmred and a 4-hour separation is provided, the value shaﬁ be zero.

_ AN VERTECAL OPENINGS {(a) Fire resistance ratings. Except as spec;ﬁed in par.. {b),
the ﬁre—reswtance rating of enclosures of stairway exits, hoistways and-other shafts or openings
 between 2 or. more floors shall be evaluated in accordance with the prevailing code. A single

numerical value using the worst case condition, shall be established from Table Comm 70.22-7

and entered in Table Comm 70.23 as specified in s, Comm 70.21.

Note: See IBC section 707 as adopted in the prevailing code for shaft and vertical exit enclosure
requirements.

(b) Exception. Atriums from 3 levels to not more than 8 levels may not be considered in
the evaluation of vertical openings, but shall comply with s. Comm 70.26.

TABLE 70 22«7
Vertwal Opeumgs
Vertical Openings Numerical Value
' o {per shaft or
opening)

No enclosure -3
Enclosure with no rating -2
Enclosure provided but 1-hour below the required protection level -1
Complies with prevailing code 0

+1

I-hour required, but 2-hour provided

(8) HEATING, VENTILATING, AND AIR CONDITIONING. The number of floors
served by an individual heating, ventilating, and air conditioning (HVAC) system shall be
determined in accordance with the prevailing code. A single numerical value shall be established
from Table Comm 70.22-8 and entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See IMC section 607 as adopted in the prevailing code for ducts and air transfer openings.



TABLE 70.22-8

HVAC Systems
HVAC Systems Numerical
Value

Greater than 5-floor levels served by undampered duct system, -5
combustibles in air plenums, or corridors used as air plenums.

3 to 5-floor levels served by undampered duct system _ -2
2-floor levels served by undampered duct system' -1
Complies with prevailing code or provided with fire dampers 0

Multi-level buildings havmg 1-floor level HVAC system or ceni:rai system +5
wzth no ducts servmg other floor leveis :

(9) SMOKE DETECTION The smoke detectlon system shall be evaiuated in accordance _
with the prevaﬂmg code. A single numerical value shall be established from- Tahie Comm 70.22-9
and entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: Sees. Comm 62.0907 and IBC section 907 as adopted in the prevailing code for fire alarm and
detection systems.

TABLE 70.22-9
Smoke Detection
Smoke Detection Numerical Value
L 'Comphes W}ﬂ} prevaﬁmg CO@B _. . . i o : . i 0 -
" Elevator lobby only and not reqmred by prevaihng code ' B |
HVAC return only and not required by prevailing code +2
HVAC return and elevator lobby and not required by prevailing code +3
All comdors, in addition to those requared by the code, including elevator - +4
lebbles
Total space with interconnection of smoke detectors and bmidmg fire alarm +5

system and not required by prevailing code

'If required detectors meet the requitements for corridor protection, enter zero.

(10) FIRE ALARMS. The fire alarm system shall be evaluated in accordance with the
prevailing code. A single numerical value shall be established from Table Comm 70.22-10 and
entered in Table Comm 70.23 as specified in 5. Comm 70.21.

Note: See s. Comm 62.0907 and IBC section 907 as adopted in the prevailing code for fire alarm and
detection systems,



TABLE 70.22-10

Fire Alarms

Fire Alarms Numerical Value

Manual fire alarm system required, but not provided ‘ -5

Manual fire alarm system required and provided, but does not comply with -2

prevailing code

Complies with the prevailing code 0

Manual fire alarm system provided but not xjequiredl +1

Manual fire alarm and voice alarm or manuaﬁ fire alarm with public +3

address system pmvxded but not reqmred

Central control station® =+~ o +4
' Central control station and mterconnected toa remote ceﬁtroi statlon - +5

which is’ pﬁrmanenﬂy mt;mtoref

'If a numerical value of: {+5) s taken: under 9 smﬂke detection, the numencai value for this section is zero.

*Voice alarm and public address system shall be activated from a location, which is occupied by an employee during
all periods of building occupancy.

*Fire department may require systems to be interconnected with the fire departrent.

(11) SMOKE CONTROL. The ability of a natural or mechanical venting, exhaust or
pressurization systems to control the movement of smoke from a fire shall be determined in
accordance with Table 70.22-11 for the entire building based on the worst case condition. Ifa
building is 2 stories or less in height, the numerical value is zero. A single numerical value shall

_be established ﬁ*@m Tab]e Com:m 70 22 11 and entered in Table Comm 7{) 23 .as speczfied in s.

" ':'Comm 70 2}
Note: See s. Comm 62.0909 and IBC section 909 as adopted in the prevailing code for smoke control
re_qui:emcnts.
TABLE 70.22-11
- Smoke Control

Smoke Control Numerical Value
Operable windows, that are operable without special keys or tools, are +2
provided throughout the entire building, but not required

Automatic smoke vents provided throughout entire building, but not +3
required

One smokeproof stairway enclosure provided and building has operable +5
windows throughout, but neither required

All stairways provided are pressurized, but not required +7
Enginecred smoke control and removal system provided that covers the +10

entire building, but not required

10




(12) EXIT CAPACITY. (a) General. Except as specified in par. (b), the means of egress
by number and capacity of exits shall be determined in accordance with the prevailing code. If
exiting differs on various floor levels, the worst case floor shall be used. A single numerical value
shall be established from Table Comm 70.22-12 and entered in Table Comm 70.23 as specified in
s. Comm 70.21. :

Note: See ss. Comm 62.1003 to Comm 62.1006 and IBC chapter 10 as adopted in the prevailing code for
means of egress requirements,

(b) Exceptions. The minimum number of exits shall be provided as specified in the
prevailing code for the applicable occupancy classification.

TABLE 70.22-12

Exit Capacity _
Exit ECap__ac_ity el SR Number Value
T _ _ (per exit)
~ Complies with prevailing code Gt e 0
Horizontal exits are provided in addition to the required exits’ +2
Exits to grade or enclosed stairways exceed the minimum number of exits? +3
Elirmnate a fire esdape exit and provide a code corripiying enclosed +5

‘stairway exit serving 3 or more levels

"No more than one-half the exits may be horizontal exits.
*Exits shall be at least 20 feet apart.

-(13) DEAD ENDS. The length of exit access travel distance in which the building.

- ocoupants are confined to a single dircction of egress shall b evaluated in accordance with Table

70.22-13." A single numerical value shall be established from Table Comm 70.22-13 and entered
in Table Comm 70.23 as specified in s. Comm 70.21.

TABLE 70.22-13

o Dead Ends
Dead Ends Numerical Value
(per dead
end)
Dead ends exceed the maximum permitted distance in prevailing code -5
Complies with prevailing code 0

(14) MAXIMUM TRAVEL DISTANCE TO AN EXIT. (a) General. Except as specified
in par. (b), the length of travel to a required exit shall be determined in accordance with the
prevailing code. A single numerical value shall be established from Table Comm 70.22-14 and
entered in Table Comm 70.23 as specified in s. Comm 70.21.

Note: See IBC section 1004 as adopted in the prevailing code for travel distance requirements. _

1



(b) Exceptions. Travel distances that exceed 25% above the required limitations are not
permitted.

TABLE 70.22-14
Maximum Travel Distance

Maximum Travel Distance Numerical Value
111% - 125% of limit allowed -5
90% - 110% of prevailing code limit 0
50% - 89% of limit allowed' +3
Less than 50% of limit allowed! +5

"For residential occupancies no credit may be taken for reduced exit distance.

(15) EMERGENCY POWER. The availability of emergency power for emergency
lighting shall be evaluated in accordance with the prevailing code and ch. Comm 16. A single
numerical value shall be established from Table Comm 70. 22-15 and entered in Table Comm
70.23 as specified in 5. Comm 70.21.

Note: See IBC section 2702 as adopted in the prevailing code for emergency and standby power systerns.

TABLE 70.22-15
Emergency Power

Emergency Power Numerical Value
Emergency power required, but not provzded -5
‘Complies with prevaﬁmg code o i g
Emer gency power provrded but not reqmred’ ' | +2

"Does not apply to buildings 2 stories or less in height.

(16) ELEVATGR CONTROL The elevator equzpment and controls that are available to
the fire department fo rescue bmiding occupants from upper floors during a fire shall be evaluated
in accordance with ch. Comm 18. A single numerical value shall be established from Table Comm
70.22-16 and entered in Table Comm 70.23 as specified in s. Comm 70.21.

TABLE 70.22-16

Elevator Control
Elevator Control Numerical Value
No elevators in buildings 3 stories or more in height -3
Buildings 3 stories or more in height containing elevators without Phase 1 -2
emergency recall operation
Buildings 2 stories or less in height containing elevators without Phase I -1
emergency recall operation
No elevators in buildings 2 stories or less in height 0
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Buildings 2 stories or less in height containing elevators with Phase 1 +1
emergency recall operation

Buildings 3 stories or more in hei ght containing elevators with Phase I +4
emergency recall operation

Buildings 3 stories or more in height containing elevators with Phase I +5
emergency recall operation and Phase I in-car emergency operation

(17) SPRINKLERS. (a) General Except as Spemﬁed in par. (b), the sprinkler system
shall be evatuated in accordance with the prevailing code. A single numerical value shall be
established from Table Comm 70.22-17 and entered in Table Comm 70.23 as specified in s. Comm
70.21.

Nate: See ss. Comm 62. 0901 to Comm 62 0909 and IBC chapter 9 as ade;ated in the prevaﬂmg code for
sprinkler requuﬁments . _

(b) Exceptzons If the building area evaiuatxon was based on: sprmkler protection as
allowed by sub. (2) (b) 2., the numerical value under this section is zero.

TABLE 70.22-17
Sprinklers

Sprinklers Numerical Value

System required but not provided' -5

Existing sprmklcr system is required but does not meet preva:lmg code _ -1
Spmnkler sysiﬁm is not rc-;:qmred andnot prowded L e ] : S

Sprinkler system required and provided in accordance with the prevaﬂmg 0

code

Exzstmg sprmkier system 1s not required and daes not meet preva11mg _ +1

code? . : :

Sprinklers provided in exit access, but not required- - +3

Partial sprinkler system is provided throughout at least 75% of the +5

building, but not required

If sprinkler system is required, and regular sprinkler heads are replaced +5

with quick response heads

Complete sprinkler system provided throughout entire building, but not +7

required

Complete sprinkier system complying with NFPA 13 for quick response +10

heads is provided throughout the entire building, but not required’

'If -5 was entered under sub. (2), numerical value is zero.
Does not apply to partial systems.
*If -5 was entered under sub. (2), numerical value is +5.
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SECTION 18. Table Comm 70.23 is amended to read:

TABLE 70.23
(Partial Table)
Building Evaluation Form

Buildin Life Safety Categories
Safety Parameters Fire Means of General Comments
Safety Egress Safety
5. Firestopping NA
Fireblocking and :
draftstopping

NA as used in this Table means “Not am)hcable

SECTION 19. Comm 70.26 (3) (d) is repealed and recreated to read:

Comm 70.26 (3) (d) Mechanical smoke exhaust. A mechanical smoke exhaust system
shall comply with the prevailing code.

Note: See IBC section 910.4 as adopted in the prevailing code for mechanical smoke exhaust requirements.

SECTIC)NZO Co_rrfm‘i".i();Z?.is-farﬁéhded%to..teadi o

Comm 70.27 Roof coverings. Existing roof coverings not in conformance with the
ratings specified in Fable-51-03-A-of the prevailing code may be allowed to remain on the
building. Repairs may be made up to 50% of the entire roof surface with materials that match the
existing roof coverings. If more than 50% of the entire roof surface needs to be re:paired the roof
covering shall conform to the requirements of the pre’vaiimg code. Where wood shingles are used
to preserve the historic features, the shingles shall be of a fire treated type and of a class C rating.

Note: See IBC section 1507 as adopted in the prevailing code for roof covering requirernents.

SECTION 21. Comm 70.28 is amended to read;

Comm 70.28 THuminated exit signs. Exit signs shall be provided in accordance with s-

Comm-53+-15-(5) the prevailing code,

Note: See IBC section 1003.2.10 as adopted in the prevailing code for exit sign requirements.
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SECTION 22. Comm 70.29 (1) is repealed and recreated to read:
Comm 70.29 (1) PERMITTED AS EXITS. (a) General. Except as specified in par. (b),
existing fire escapes complying with the code in effect when the building was approved may be

used as an exit,

(b) When the occupancy of an existing building is changed to a new occupancy, fire
escapes may not be used as an exit in accordance with the prevailing code.
SECTION 23. Comm 70.29 (3) is repealed.

SECTION 24. Comm 70.29 (4) is renumbered (3).

 SECTION 25. Comm 7030 (3) (a) is amended to read:

Comm 70.30 (3) (a) Extensions. The 12-inch handrail extension as specified in s-Ceomm
51-16-¢4) the prevailing code at the bottom and top of stairways does not apply to existing
stairways.

Note: See IBC section 1003.3 3 11.5 as adopted in the prevailing code for handrail requirements.

. SECTION 26. Comm 70,37 (1) () is amended to read:

‘Comm 70.37 (1) (d) Changed in use occupancy.,

SECTION 27. Comm 70.37 (2) (a) is amended to read:
_'{S{imm 70.37(2) (a) -Stmcturdfly__sepamted. New additions, which are structurally

separated from the existing qualified historic structure, shall comply with the loading requirements

of eh—Cemm-53 prevailing code.

Note: See IBC chapter 16 as adopted in the prevailing code for loading requirements.

SECTION 28. Comm 70.38 (1) {a) and (b) are amended to read:
Comm 70.38 (1) (a) Less than 25%. When a qualified historic butlding is remodeled or

changed in use gccupancy, which affects less than 25% of the total area of the building, a
structural analysis shall be performed on that portion being remodeled.
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(b) 23% or more. When a qualified historic building is remodeled or changed in use
occupancy, which affects 25% or more of the total area of the building, a complete structural
analysis shall be performed on the entire building.

SECTION 29. Comm 70.39 (1) (a) 2. is repealed.
SECTION 30. Comm 70.39 (1) (a) 3. and 4. are renumbered Comm (1) (a) 2. and 3.

SECTION 31. Comm 70.39 (1) (2) 3. is amended to read:
Comm 70.39 (1) (a) 3. The permitted reductions specified in subds. 1. —3- and 2. are not to
-be used cumulatively. .
SECTION 32, Comm '70.39_.(2) (a) is amended to read:
Comm 70.39 (2) (a) The historic building has been determined to support the imposed
Hleor roof loads; and
SECTION 33. Comm 70.40 (3) is repealed and recreated to read:

Comm 70.40 (3) (a) Determination of fire resistance. 1. Except as specified in subd. 2.,

.. the firesresistance rating of archaic or, exxstmg bmldmg maie’nais, eiemems or. assembhes shaﬁ be B '
"+ determined in accordance with the. prevailing code. - ' - o : e

Note: See s. Comm 62.0703 and IBC section 703.3 as adopted in the prevailing code for fire-resistance
rating requirements,

2. Fire-resistance rating may be determined by an actual testing of "the material by an
approved testing laboratory, or by other methods or standards recognized by the department.

(b) Penetrations. All penetrations in the building element, or assembly, for electrical,
plumbing and heating, ventilating and air conditioning systems shall be packed with
noncombustible cementitious materials and so fixed that the packing material will not fall out due
to shrinkage from drying.

(c) New materials. The fire-resistance of any new materials, elements or assemblies shall
comply with the prevailing code.
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SECTION 34. Comumn 70.42 is amended to read;

Comm 70.42 Accessibility requirements. All qualified historic buildings being altered,
of remodeled, added to or changed in use gccupancy shall comply with the requirements of eh:
Comm-69-21-and-ADAAG-4-1-7 the prevailing code.

Note: See s. Comm 62,3408 and IBC section 3408 as adopted in the prevailing code for existing building
requirements.

SECTION 35. Comm 70.48 (1) (b) is amended to read:

Comm 70.48 (1) (b) Qualified historic buildings whieh-underge-any-change-of occupaney
er-use-which-would that are chan;zed in occupancy and increase the energy consumption; or

SECTION 36. Comm 70.48 (2) (a) is amended to read:

Comm 70.48 (2) (a) Tetallypreserved Preserved buildings used as historical exhibits; and

SECTION 37. Comm 70.59 (1) (a) is amended to read:

Comm 70.59 (1) (a) Ghange-ofuse Changed in occupancy. Ifa qualified historic building
is changed in use occupancy, a load calculation of the building shall be performed for the proposed
ase occupancy. - If the load. caicu}ation axceeds the actuai servxce pmwded the se:rvlce shaﬁ be »

g : :up graded to meet the new li)ad

SECTION 38. _ Comm 70, subchapter X1 “title” 1s amended to read:
Subchapter XI-Fotally-Preserved Buildings Used As Historical Exhibits
ook sk ok ok e sk o ok d ok ok ok ok R ok ok ok e ok sk sk sk el sk Kk sk ok b sk sk sic ko sk % ok ok K R K sk sk ok ok ok ok % R ok o ok
EFFECTIVE DATE

Pursuant to s. 227.22 (2) (b), Stats., these rules shall take effect on July 1, 2002.
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